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1.

LEUCHTE VERBINDEN

neue Gerate hinzufligen

Als erstes die App offnen.

Bei «Neues Gerat hinzufugen» auf die
Lupe tippen.

NLE EU EMV

Gerate-Password

NLE VTL JP Rep.
VIVAA Free VTL

Passwort eingeben.
Standard: 1234

Kann anschlieBend in den
Einstellungen geandert werden.

Gerat verbinden

neues Gerat hinzuflgen +

Suche nach Leuchte, halten
Sie das Smartphone in die
Nahe der Leuchte.

‘Y

&

Leuchte wird gesucht

Smartphone in die Nahe der Leuchte
halten, insbesondere, wenn mehrere
Leuchen im Raum sind




» Leuchte wurde gefunden
» Die Leuchte blinkt 4-mal

» Mit einem Klick bestatigen

( neue Gerate auswahlen !

VIVAA Free HF
SLMA-AFEO19BE

ausgewalte Gerate ibernehmen

alle Gerate Gibernehmen

» Leuchten auswahlen und anschlieRend
«ausgewahlte Gerate iibernehmen»

» Alternativ «alle Gerate iibernehmen»




Gerit verbinden [

VIVAA Free HF

J
J
4
J
J
J
J
J
fe

ﬁ neue Gerate hinzufligen

» Die Leuchte ist nun gespeichert




2.

VERBINDUNG BEARBEITEN

Gerat verbinden

o VIVAA Free VTL

neues Gerat hinzyfigen

J
+

>

Das Stift-Symbol einmal anklicken

<

Verbindung bearbeiten

SLMA-B009199B
Derungs Licht AG
VIVAA Free VTL

VIVAA Free VTL

4

In diesem Menu kann die Verbindung zu
der ausgewahliten Leuchte bearbeitet
werden.

1. Der Name der Leuchte kann mit
einem Klick in das Feld bearbeitet
werden.

2. Um die Verbindung zur Leuchte zu
I6schen ist ein Klick auf den
Miilleimer notig.




3. LEUCHTE BEDIENEN

VIVAA Free VTL & <«— Einstellungen

<
Automatik Modus = —» @ LR R« 4 vordefinierte Szenen
Ein / Aus

AUTO HCL AUTO HCL .
<+— Anzeige Auto/Manual

Dimmen der Leuchte —» Modus

<+«—— Farbverstellung
der Leuchte



4. LOKALE UHRZEIT EINSTELLEN

< VIVAA Free VTL
4

AUTO HCL AUTO HCL . .
» Auf Einstellungen klicken

< Einstellungen
Uhr stellen

Schaltzeiten

Einstellungen

HCL-Demo .
» Auf «Uhr stellen» klicken
Gerateinfo

Funktaster

Passwort andern

RESET Werkseinstellungen >

< Uhr stellen

meinen Ort verwenden
Breite N 47.414405°
Lange 0 9.265563°
UTC +2h (S, Europa)

Breite N 47.414398°

Lénge 0 9.265582° » Auf meinen Ort verwenden klicken
UTC +2h (S, Europa)

» AnschlieBend bestatigen

O

Freiburg im Augsburg
Breisgau
i Rose

onstanz

Zurich
o}

Bern
o]

SCHWEIZ

Rechtl. Informationen




5.

SCHALTZEITEN DEFINIEREN

< VIVAA Free VTL

AUTO HCL

AUTO HCL

» Auf Einstellungen klicken

< Einstellungen
Uhr stellen

Schaltzeiten

Einstellungen

HCL-Demo

Gerateinfo

Funktaster

Passwort andern

RESET Werkseinstellungen >

» Auf «Schaltzeiten» klicken

< Schaltzeiten
Schaltzeit 1

nicht aktiv

S

Schaltzeit 2

nicht aktiv

Schaltzeit 3

nicht aktiv

Schaltzeit 4

nicht aktiv

Schaltzeit 5

nicht aktiv

Schaltzeit 6

nicht aktiv

Schaltzeit 7

» In diesem Menu konnen Schaltzeiten
definiert werden, falls gewiinscht wird,
dass die Leuchte automatisch zu einer
Uhrzeit Ein/Aus schaltet.
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6.

EINSTELLUNGEN VORNEHMEN

< VIVAA Free VTL

AUTO HCL

AUTO HCL

é

» Auf Einstellungen klicken

< Einstellungen
Schaltzeiten

Einstellungen

HCL-Demo

Gerateinfo

» Auf «Einstellungen» klicken

< Einstellungen
HCL Kurvenberechnung
absolut nach Uhrzeit
Hand Einschalthelligkeit
30%
Hand Einschaltfarbtemperature
minimale Farbtemperatur

Verhalten nach Power ON

EIN AUTO

>

In diesem Menu konnen verschiedene

Einstellungen vorgenommen werden:

1. Hier kann eingestellt werden, ob die

VTL Kurve fix nach Zeit ablauft, oder

nach Sonnen Auf- und Untergang
(Astro Time)

2. Hier kann die Helligkeit bei

Einschalten der Leuchte im
Manuellen Modus definiert werden.

3. Hier kann die Farbtemperatur bei
Einschalten der Leuchte im
Manuellen Modus definiert werden.

4. Hier kann das Verhalten, nach

Anliegen der Netzspannung definiert

werden.

z.B. fur geschaltete Steckdosen.
Standard geht sie in den
Automatikmodus (VTL). Das heiBt in
die der Zeit entsprechende Szene.

11



7. VTL DEMO MODUS

< VIVAA Free VTL

AUTO HCL AUTO HCL

» Auf Einstellungen klicken

é

< Einstellungen

Uhr stellen >

Schaltzeiten

» Auf «<HCL-Demo» klicken

Einstellungen

Gerateinfo

Start/Stopp

29.04.2020 * 16:37
1 570 Mk 06:09 Y 20:32

BO00K

A4000K

3000K

0000 2:00 18:00

» In diesem Menu kann der VTL-DEMO Modus gestartet und gestoppt werden

12



8.

PASSWORT ANDERN

VIVAA Free VTL

AUTO HCL

é

AUTO HCL

» Auf Einstellungen klicken

<

Schaltzeiten >
Einstellungen >
HCL-Demo >
Gerateinfo >

Funktaster

Einstellungen

Passwort andern

RESET Werkseinstellungen

» Auf «Passwort andern» klicken

<

Uhr stellen

Schaltzeiten

Einstellungen

Password andern
(min. 4 Zeichen)

>
>
>
>
>
>
>
>

>

In diesem Menu kann das Passwort neu
gesetzt werden

1. Altes Passwort eingeben (Standard:
1234)

2. Neues Passwort setzen
3. Neues Passwort wiederhohlen

4. Bestatigen

13



9. LEUCHTE AUF DERUNGS WERKSEINSTELLUNG ZURUCKSETZEN

< VIVAA Free VTL

@1234

AUTO HCL AUTO HCL » Auf Einstellungen klicken

é

< Einstellungen

Schaltzeiten >

Einstellungen >

HCL-Demo > » Auf «<RESET Werkseinstellungen»
klicken

Gerateinfo >

Funktaster
Passwort andern

RESET Werkseinstellungen

< Einstellungen

HCL

Leuchte auf
Geri Werkseinstellungen
zurtcksetzen

» Leuchte wird auf Auslieferungszustand
zuruickgesetzt.

X v

Impressum / Datenschutz >

14
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CONNECTING THE LUMINAIRE

» First, open the app.

» Tap on the magnifying glass at "Add
new device".

neue Gerate hinzufligen

NLE EU EMV

Gerate-Password » Enter the password.

» Default: 1234

» Can be changed in the settings
afterwards.

Gerat verbinden

neues Gerat hinzufligen

» Luminaire is searched for

SUEND MEER LU T 2l » Hold the smartphone near the
Sie das Smartphone in die | . . iallv if th |
Nihe der Leuchte. uminaire, especially if there are severa
’ luminaires in the room.

-~

m Dongle#020

» Luminaire has been found

NLE EU EMV

» The light flashes 4 times

» Confirm with one click




4

VIVAA Free HF
SLMA-AFEO19BE

neue Gerate auswahlen !

ausgewalte Gerate Uibernehmen

v

» Select luminaires and then "Apply
selected devices".

» Alternatively, select "Apply all devices

17



erat verpinden

VIVAA Free VTL

neues Gerat hinzufligen

4
+

» The luminaire is now saved

18




EDIT CONNECTION

Connect Device

o VIVAA Free VTL

Add new devje®

» Click the pencil symbol once

< Edit Connection

SLMA-B009199B
Derungs Licht AG
VIVAA Free VTL

VIVAA Free VTL

>

In this menu the connection to the
selected luminaire can be edited.

1. the name of the lamp can be edited
with a click in the field.

2. to delete the connection to the lamp a

click on the trash can is necessary.

19



3.

20

OPERATING THE LIGHT

VIVAA Free VTL <+«— Settings

<
Automatic mode @ —» @ LI B «—— 4 pre-defined scenes
On / Off

AUTO HCL SN «—— Display Auto/Manual

Dimming the lamp —> ‘ Mode

<+— Colour adjustment
of the luminaire



4,

SETTING THE LOCAL TIME

<4 VIVAA Free VTL

AUTO HCL

AUTO HCL

» Click on Settings

< Settings

L Set clock

Switch times
Settings

HCL demo

Device info

Radio pushbutton
Change password

RESET factory settings

AVARVARVARVARVARVARVARAY

» Click on "Set clock»

< Set clock

use my location

Latitude N 47.414331°
Longitude E 9.265532°

UTC +2h (S, Europe)

Latitude N 47.414398°
Longitude E 9.265582°

UTC +2h (S, Europe)

Reutlingen9

Freiburgim
0Breisgau

O
Mulhouse 0|
onstanz

Ziirich
o]

Augs burgo

oKempten (All

n
gBerne

SWITZERLAN
Is@Naps

» Click on Use my location

» Then confirm

21




5.

DEFINE SWITCHING TIMES

< VIVAA Free VTL

AUTO HCL

AUTO HCL

» Click on Settings

< Settings
Set clock

Switch times

HCL demo

>
7
Settings >
>
>

Device info

Radio pushbutton >
Change password >
RESET factory settings >

» Click on "Switch times»

< WEEKLY TIME SWITCH
Switching Time 1

not active

Switching Time 2

not active

Switching Time 3

not active

Switching Time 4

not active

Switching Time 5

not active

Switching Time 6

not active

» In this menu, switching times can be
defined if it is desired that the light
switches on/off automatically at a certain
time.

22




6.

ATTITUDES LEADING TOPICS

< VIVAA Free VTL

AUTO HCL

AUTO HCL

» Auf Einstellungen klicken

Set clock

Switch times

HCL demo

Device info

Settings

» Auf «Einstellungen» klicken

Settings

HCL curve calculation

absolute by clock

Hand turn on brightness

30%

Hand turn on color temperature

minimal color temperature

Behaviour after Power ON

ON AUTO

» Various settings can be made in this
menu:

5. here you can set whether the VTL
curve is fixed by time or by sunrise
and sunset (Astro Time)

6. here you can define the brightness
when the light is switched on in
manual mode *

7. here you can define the colour
temperature when the lamp is
switched on in manual mode. *

8. here you can define the behaviour
after the mains voltage is applied.

e.g. for switched sockets. By default,
it goes into automatic mode (VTL).
This means in the scene
corresponding to the time.

23



7. VTL DEMO MODE

< VIVAA Free VTL

AUTO HCL AUTO HCL

» Click on Settings

é

4 Settings

Set clock >
Switch times >

Settings

» Click on "HCL-Demo

HCL demo

Device info

Start/Stopp

29.04.2020 * 16:37
1 57° Mk 06:09 MY 20:32

BOO0OK

000K

00:00 2:00 18:00

» In this menu the VTL-DEMO mode can be started and stopped

24




8.

CHANGE PASSWORD

AUTO HCL AUTO HCL

» Click on Settings

< Settings
Set clock >
Switch times >
Settings >
HCL demo >
Device info

>
Radio pushbutton >
>

Change password

RESET factory settings >

» Click on "Change password

< Settings
Set clock

Switch times

Sett /D Change password
(min. 4 Chars)

» The password can be reset in this menu

-—

. enter old password (default: 1234)

N

set new password
3. confirm new password

4. confirm

25



9.

RESETTING THE LIGHT TO THE FACTORY SETTING

< VIVAA Free VTL

AUTO HCL

AUTO HCL

é

» Click on Settings

< Settings

Set clock

Switch times

>
>
Settings >
>

HCL demo

Radio pushbutton >

» Click on "RESET Factory Settings”

Change password >
RESET factory settings >

Settings
Set clock
Switch times
Settings

5101 ooy

Reset lamp with
factory settings

Help >
Impressum / Data Privacy >

» Luminaire is reset to delivery condition.

26
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