
STRAIGHT

Colour temperature

Power 
consump-
tion

Luminous 
flux Model Colour Order No.

warm white  
3,000 K

90 W 12,000 lm STS 12000/930/R/WS/CEE white 00818475

STS 12000/930/R/SRMET/CEE silver 00818477

STS 12000/930/R/TSW/CEE black 00818476

neutral white  
4,000 K

90 W 12,000 lm STS 12000/940/R/WS/CEE white 00817759

STS 12000/940/R/SRMET/CEE silver 00818514

STS 12000/940/R/TSW/CEE black 00817760 

STRAIGHT TALK*

Colour temperature

Power 
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tion
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flux Model Colour Order No.

warm white  
3,000 K
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STS 12000/930/R/SRMET/CEE silver 00818510 

STS 12000/930/R/TSW/CEE black 00818509 

neutral white  
 4,000 K

90 W 12,000 lm STS 12000/940/R/WS/CEE white 00818483

STS 12000/940/R/SRMET/CEE silver 00818503  

STS 12000/940/R/TSW/CEE black 00818484 

* Swarm control

LIGHT FOR BETTER RESULTS

DESIGNLINE

STRAIGHT



LIGHT THAT THINKS FOR ITSELF

The combination of daylight and presence sensors 
automatically provides the right amount of light— 
without any manual intervention.

INTELLIGENT NETWORKING INSTEAD 
OF STANDALONE SOLUTIONS

Thanks to swarm control, multiple luminaires auto­
matically coordinate with each other—perfect for 
larger areas.

DESIGN THAT SUPPORTS ' 
ARCHITECTURE

The sleek, minimalist design integrates unobtrusively 
into modern spaces.

POWERFUL LIGHT PERFORMANCE 
WITH HIGH EFFICIENCY

The luminaire delivers strong, space-defining light  
while remaining highly efficient—ideal for modern 
work environments.

INVESTMENT SECURITY

A 20-year warranty builds trust and reduces  
long-term costs.

HIGHEST LIGHT QUALITY FOR  
CONCENTRATED WORK

Glare-free, uniform light reduces fatigue and  
enhances well-being and productivity.





YEARS
warranty

20
GERMANY

made in SERVICE

Ballast Electronic Ballast

Connected load 220-240 V; AC; 50 Hz; 60 Hz

Power consumption approx. 90 W

Luminous efficiency approx. 133 lm/W

Colour rendering index CRI ≥ 90; R9 ≥ 50

Light distribution Direct/indirect

Direct component approx. 39%

Chromaticity tolerance LED < 3 SDCM

Glare control Optic with darklight reflector

Luminance (L65) ≤ 3,000 cd/m²

UGR class (4H 8H; EN 12464-1) ≤ 16

System of protection/Class IP 20; I

Technology Presence and daylight sensor control (PIR)

Operation Multi-function switch

Housing Aluminium/Plastic; Powder coated; Jet black

Light source cover Acrylic (PMMA); structured

Luminaire tube Aluminium; Powder coated; Tubular section upright;  
Jet black

Luminaire base T-shaped

Mains lead approx. 3 m; Mains plug; CEE 7/VII

Fastening Floor standing base

Life expectancy LED L80B50 60,000h

Weight net approx. 11.5 kg

Special features Integrated light and presence sensor PIR; Direct and  
indirect light can be adjusted separately; Flicker-free

STRAIGHT

Colour temperature

Power 
consump-
tion

Luminous 
flux Model Colour Order No.

warm white  
3,000 K

90 W 12,000 lm STS 12000/930/R/WS/CEE white 00818475

STS 12000/930/R/SRMET/CEE silver 00818477

STS 12000/930/R/TSW/CEE black 00818476

neutral white  
4,000 K

90 W 12,000 lm STS 12000/940/R/WS/CEE white 00817759

STS 12000/940/R/SRMET/CEE silver 00818514

STS 12000/940/R/TSW/CEE black 00817760 

STRAIGHT TALK*

Colour temperature

Power 
consump-
tion

Luminous 
flux Model Colour Order No.

warm white  
3,000 K

90 W 12,000 lm STS 12000/930/R/WS/CEE white 00818508

STS 12000/930/R/SRMET/CEE silver 00818510 

STS 12000/930/R/TSW/CEE black 00818509 

neutral white  
 4,000 K

90 W 12,000 lm STS 12000/940/R/WS/CEE white 00818483

STS 12000/940/R/SRMET/CEE silver 00818503  

STS 12000/940/R/TSW/CEE black 00818484 

* Swarm control

Errors and technical changes excepted. Images can vary from original.
Photometric and electrical data may vary due to component tolerances.

www.waldmann.com 
© 03/05/2026 H. Waldmann GmbH & Co.KG


